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Micro Processor Control. 

It gives the Toshiba BD-3802 super efficiency. 


Automatic 



• Automatic monitoring and 
adjustment of the toner supply 
assures clear, sharp copies. 

• Automatic display of low toner 
supply eliminates the need for 
constant checking. 


Easy 

1 copy or 99. It’s simple. Just key-in the number of copies required, 
check the bright digital display and press the print button. 

The BD-3802 starts delivering dry, sharp copies at up to 12 per 
minute. You can even interrupt a long copy run using the special 
sheet by-pass feature to make copies on your letterhead or 
different sized paper without having to change the count or your 
main paper supply. 





Desk is not included 


Versatile 

The BD-3802 won’t limit you to one or two sizes of copies. 

The adjustable cassette accepts paper sizes ranging up to B4 and 
using the bypass feed feature different sized paper can be 
handled without 
removing the paper 
cassette. Ideal for use 
with letterheads paper 
or to produce offset 
masters, labels 
and overhead trans¬ 
parencies. 


Compact 

Size is certainly not going to be a problem with the 
BD-3802. It’s neatly compact to fit conveniently into any office. 
And because it uses plain paper, there’s no need to fill valuable 
storage with special copy paper. 


Crisp 

With the BD-3802, you’ll be sure of sharp, clear, accurate copies of 
a wide variety of documents. Delicate half-tones which other 
copiers often blur come out in fine detail. Even edging is minimized 
thanks to Toshiba’s mag-brush technology. And the rotary 
exposure control gives you wide latitude for the copying of all 
kinds of originals. 


HEAVY STOCK COPYING 


•Press this button 

on h^yy s toek 

• Never press it when 
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PLAIN PAPER COPIER BD-3802 



Specifications: 


Copying Process: 

Indirect electrostatic photographic method (Dry Process) 

Type: 

Desk-top 

Available Original: 

Sheet, book and three-dimensional object 

Available Copy Paper: 

Maximum size - B4 (257 X 364 mm) (101/8X14%") or Legal (8V2 X14") 
Minimum size - B5 (182X257 mm) ^’AXIO'/s") or 

A5 (149 X 210 mm) (5% X QVa") using the bypass 

Toner Density Control: 

Automatic 

Paper Supply: 

Automatic feed from paper cassette and manual feed 

Copying Speed: 

12 copies per minute (A4 or Letter) 

Magnification Ratio: 

1:1 

Warm-up Time: 

Less than 1 minute 

Multiple copying: 

1 to 99 copies 

Controls: 

Multiple key, print button, power switch, exposure control 

Counter: 

6-digit total counter (Non-resettable) 

Power Supply: 

AC 220 Volt, 50 Hz 

AC 240 Volt, 50 Hz 

Power Consumption: 

AC 110 Volt, 15 A 

AC 115 Volt, 15 A 

AC 200 Volt, 10 A 

AC 220 Volt, 10 A * Power supply and consumption are 

AC 240 Volt, 10 A different for different countries. 

Dimensions (WXHXD): 

700 X 388 X 596 mm (279 / ie X 1514 X 23ZW') 

Weight: 

65 kg (143 lbs.) 


It is recommended that only supplies made or designated by Toshiba be used 
for this machine in order to get optimum results. 

Design and specifications subject to change without notice. 
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